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TERMINAL RAIL ELEMENT

SHELF ANGLE BRACKET

BCT BEARING PLATE

GUARDRAIL ANCHOR BRACKET

(ROUNDED)W-BEAM END SECTION

BCT CABLE ANCHOR

RECESSED NUT, GUARDRAIL

10" BUTTON HEAD BOLT

STEEL FOUNDATION TUBE

10'- 4 ƒ"

9'- 4 •"

3'- 1 •"12"4'- 1"

3 SPACES AT 4"

TERMINAL RAIL ELEMENT FOR DAT4
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FULL POUR AT THE FOUNDATION TUBES.

STRUTS MAY BE OMITTED. THIS WILL REQUIRE A 

STEEL FOUNDATION TUBES AND THE TWO CHANNEL 

THE LEAVE-OUT AREA AROUND THE INSTALLATION 
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MOW STRIP INSTALLATION
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PLAN VIEW

(SEE NOTE 1)

ELEVATION VIEW

TRANSITION RAIL (EA)

PAYMENT FOR NON-SYMMETRICAL

DIRECTION OF TRAFFIC

GRADE 

FINISHED 

(SEE GF(31)STANDARD)

BEGIN PAYMENT FOR METAL BEAM GUARD FENCE 

END PAYMENT FOR DAT SYSTEM (EA.)

GENERAL NOTES

13 17

1716

810

THE HORIZONTAL CLEARANCE AREA OF OPPOSING TRAFFIC.

NOTE: ONLY FOR DOWNSTREAM USE, WHEN LOCATED OUTSIDE 

TO BRACKET

END PLATE 

WELD

SIDES

THREE

SLOT (TYP)

SPLICE BOLT

END PLATEBRACKET

SLOTS (TYP)

ƒ" x 1" 

7 ‚"x 5 ‚"x 46" WOOD POST 6"x 8"x „" x 72" STEEL TUBE

8 5

1 „" DIA

      TO PREVENT PLATE ROTATION

NOTE: DRIVE NAILS AND BEND OVER

HOLES

‡" DIA.

HOLE

DIA.

C3 X 5 X 80",GRADE A36

SLOTS (TYP)

ƒ" X 2" 

HOLES

 ‡" DIA.

DIA.

DAT TERMINAL POST

CHANNEL STRUT 

BCT POST SLEEVE

(SEE APPLICABLE TRANSITION STANDARD)

TRANSITION RAIL SECTION

NON-SYMMETRICAL

1 ‚" BUTTON HEAD BOLT

 †" X 2" HEX HEAD BOLT

†" FLAT WASHER

†" X 10" HEX HEAD BOLT

 †" X 8" HEX HEAD BOLT

5. REFER TO GF(31) SHEET FOR TERMINAL CONNECTION DETAILS.

   OTHERWISE SHOWN.

4. ALL HARDWARE FOR DAT SHALL BE ASTM A307 UNLESS 

   ABOVE THE FINISHED GRADE.

3. THE FOUNDATION TUBES SHALL NOT PROJECT MORE THAN 3 ƒ" 

   TO THE END POST.

   SHELF ANGLE BRACKET. THE RAIL ELEMENT IS NOT ATTACHED 

2. THE RAIL SECTION AT THE END POST IS SUPPORTED BY THE

   A CONCRETE RAIL.

   FOR A DOWNSTREAM ANCHOR TERMINAL (DAT) CONNECTED TO 

1. THE DETAIL SHOWN IS THE MINIMUM LENGTH OF NEED (LON) 

DN: CK: DW: CK:FILE:

JOB

COUNTY

SECT

DIST

REVISIONS

HIGHWAY

SHEET NO.

CONTC TxDOT:

KM VP

NOVEMBER 2019

TxDOT CGL/AG

TL-3 MASH COMPLIANT


